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B-BEST Co.,Ltd.

12-Jul-10

  Approved by



DC Power Supply

  Company name
  Office name
  Customer name
  Storage battery type
  Manufacturing years
　Inspected day
　Use years
  Inspected by
  Instrument model & number BEST600mx2 G03AX-180

Diagnosis result
  Inspected total cells 80 cells
  Normal cells 71 cells ( 88.8% )

2 cells ( 2.5% )
7 cells ( 8.8% )

   discharge Voltage at 500mS ≧ 1.23 V
1.18 V ≦  discharge voltage ＜ 1.23 V

   discharge Voltage at 500mS ＜ 1.18 V

 1) Float voltage

 2) Discharge voltage 

 3) Recovery voltage

 4) Internal resistance

 5) Others

  Cells： 　　　　Capacity＜50%　 　

  Cells： 50%≦Capacity＜80%　
  Cells： 　　　　Capacity＜50%　

  Normal cells                       
  Cells： 50%≦Capacity＜80% 　

17 years 1 months
B-BEST Co.,Ltd. Maeda, Taniguchi

Jun-93
12-Jul-10

 
AHH40x80 YUASA

***** Company
Chiba Factory



***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years 1-Jun-93 　Inspected day 12-Jul-10

  Discharge current 40 A

Terminal Voltage of cells
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***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years 1-Jun-93 　Inspected day 12-Jul-10

  Discharge current 40 A

Terminal voltage of cells
( Sorting )
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***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years 1-Jun-93 　Inspected day

  Discharge current 40 A
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***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years 1-Jun-93 　Inspected day 12-Jul-10

  Discharge current 40 A

Internal resistance
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***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years

  Discharge current 40 A 　Inspected day

Float Discharge Internal Float Discharge Internal Float Discharge Internal
Cell No. voltage at 2500mS resistance Cell No. voltage at 2500mS resistance Cell No. voltage at 2500mS resistance

（Ｖ） （Ｖ） (mΩ) （Ｖ） （Ｖ） (mΩ) （Ｖ） （Ｖ） (mΩ)
1 1.380 1.314 0.625 130% 61 1.390 1.313 0.850 130%
2 1.374 1.311 0.650 128% 62 1.384 1.306 0.949 125%
3 1.143 0.829 1.850 No-Judge 63 1.436 1.304 0.923 125%
4 1.193 1.102 0.650 No-Judge 64 1.379 1.310 0.718 128%
5 1.367 1.299 0.575 121% 65 1.325 1.256 0.718 96%
6 1.328 1.264 0.625 101% 66 1.277 1.201 0.897 63%
7 1.377 1.302 0.675 123% 67 1.425 1.306 0.718 125%
8 1.351 1.282 0.625 111% 68 1.328 1.261 0.744 99%
9 1.321 1.257 0.600 96% 69 1.385 1.309 0.744 128%

10 1.338 1.274 0.625 106% 70 1.392 1.304 0.744 124%
11 1.380 1.275 0.625 107% 71 1.442 1.305 0.769 125%
12 1.374 1.309 0.625 127% 72 1.385 1.319 0.590 133%
13 1.356 1.294 0.550 118% 73 1.437 1.307 0.769 126%
14 1.317 1.248 0.875 91% 74 1.389 1.322 0.641 135%
15 1.344 1.276 0.625 108% 75 1.385 1.316 0.641 132%
16 1.125 0.910 1.150 No-Judge 76 1.387 1.308 0.692 127%
17 1.336 1.273 0.625 106% 77 1.431 1.309 0.744 127%
18 1.359 1.293 0.600 118% 78 1.441 1.305 0.769 125%
19 1.389 1.300 0.650 122% 79 1.388 1.320 0.615 134%
20 1.187 1.105 0.600 No-Judge 80 1.433 1.310 0.718 128%
21 1.291 1.159 0.875 37%
22 1.348 1.280 0.600 110%
23 1.360 1.292 0.550 117%
24 1.376 1.311 0.625 128%
25 1.324 1.252 0.975 93%
26 1.345 1.277 0.600 108%
27 1.300 1.239 0.575 86%
28 1.295 1.218 0.675 73%
29 1.357 1.288 0.600 115%
30 1.043 0.784 1.600 No-Judge
31 1.349 1.279 0.625 109%
32 1.370 1.300 0.625 122%
33 1.378 1.311 0.650 129%
34 1.347 1.279 0.575 109%
35 1.354 1.285 0.600 113%
36 1.375 1.311 0.575 129%
37 1.177 1.091 0.600 No-Judge
38 1.333 1.268 0.600 103%
39 1.379 1.308 0.600 127%
40 1.328 1.260 0.575 98%
41 1.367 1.300 0.575 122%
42 1.384 1.313 0.625 130%
43 1.425 1.307 0.625 126%
44 1.385 1.321 0.575 134%
45 1.332 1.256 0.756 95%
46 1.438 1.303 0.707 124%
47 1.432 1.304 0.707 124%
48 1.386 1.315 0.634 131%
49 1.385 1.324 0.561 136%
50 1.351 1.281 0.561 110%
51 1.386 1.322 0.600 135%
52 1.430 1.307 0.634 126%
53 1.384 1.312 0.659 129%
54 1.429 1.305 0.707 125%
55 1.367 1.303 0.488 124%
56 1.331 1.270 0.512 104%
57 1.382 1.320 0.718 134%
58 1.375 1.303 0.683 124%
59 1.434 1.303 0.825 124%
60 1.439 1.303 0.949 124%

Normal Normal Normal Normal Normal Normal

V ≧ 1.26V V ≧ 1.230V V ≧ 1.26V V ≧ 1.230V V ≧ 1.26V V ≧ 1.230V

Note
Under 80%
capacity

Internal
resistance Note

Under 80%
capacity

Internal
resistance Note

Under 80%
capacity

Internal
resistance

1.180～1.230V
(mΩ)

1.180～1.230V
(mΩ)

1.180～1.230V
(mΩ)

Under 50%
capacity

Under 50%
capacity

Under 50%
capacity

V ＜ 1.180V V ＜ 1.180V V ＜ 1.180V

Non-
standard

V ＜ 1.26V

Non-
standard

V ＜ 1.26V

Capacity
（％）

Capacity
（％）

Capacity
（％）

Capacity
（％）

Non-
standard

V ＜ 1.26V

Diagnosis result
12-Jul-10

1-Jun-93

Capacity
（％）

Capacity
（％）



***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years 1-Jun-93 　Inspected day

  Discharge current 40 A 12-Jul-10

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

0 1000 2000 3000

（ｍＳ）

（Ｖ）

1

2

3

4

5

6

7

8

9

10

80% line

50% line

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

0 1000 2000 3000

（ｍＳ）

（Ｖ）

11

12

13

14

15

16

17

18

19

20

80% line

50% line

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

0 1000 2000 3000

（ｍＳ）

（Ｖ）

21

22

23

24

25

26

27

28

29

30

80% line

50% line

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

0 1000 2000 3000

（ｍＳ）

（Ｖ）

31

32

33

34

35

36

37

38

39

40

80% line

50% line

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

0 1000 2000 3000

（ｍＳ）

（Ｖ）

41

42

43

44

45

46

47

48

49

50

80% line

50% line

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

0 1000 2000 3000

（ｍＳ）

（Ｖ）

51

52

53

54

55

56

57

58

59

60

80% line

50% line



***** Company   Storage battery type AHH40x80
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  Discharge current 40 A 12-Jul-10

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

0 1000 2000 3000

（ｍＳ）

（Ｖ）

61

62

63

64

65

66

67

68

69

70

80% line

50% line

Discharge voltage as a function of time

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

0 1000 2000 3000

（ｍＳ）

（Ｖ）

71

72

73

74

75

76

77

78

79

80

80% line

50% line

Discharge voltage as a function of time

1.10

1.12

1.14

1.16

1.18

1.20

1.22

1.24

0 1000 2000 3000

（ｍＳ）

（Ｖ）

80% line

50% line

Discharge voltage as a function of time

1.10

1.12

1.14

1.16

1.18

1.20

1.22

1.24

0 1000 2000 3000

（ｍＳ）

（Ｖ）

80% line

50% line

Discharge voltage as a function of time

1.10

1.12

1.14

1.16

1.18

1.20

1.22

1.24

0 1000 2000 3000

（ｍＳ）

（Ｖ）

80% line

50% line

Discharge voltage as a function of time

1.10

1.12

1.14

1.16

1.18

1.20

1.22

1.24

0 1000 2000 3000

（ｍＳ）

（Ｖ）

80% line

50% line



***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years 1-Jun-93 　Inspected day 12-Jul-10

  Discharge current 40 A

Discharge voltage as a function of time
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***** Company   Storage battery type AHH40x80
Chiba Factory   Manufacturing years 1-Jun-93 　Inspected day

  Customer name 40 A
12-Jul-10

Discharge voltage as a function of time
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